REHEAT Superheater Safety Valve Capacities

G18900.4dl

SERVICE VALVE NO. CAPACITY SET CAP. AT DESIGN SUPERHEAT
tbs/hr PRESSURE SATURATION TENMP. FACTOR
Cold Reheat 18GSRV-1 472,297 681 517,302 630 0.913
Cold Reheat 18GJ-RV-2 472297 681 517,302 630 0.913
Cold Reheat 18GJ-RV-3 479,769 692 525,487 830 0.913
Cold Reheat 18GJ-RV-4 479,769 892 525 487 £30 0.913
Cold Reheat 18GJ-RV-5 485,204 700 531,438 630 0.913
Cold Reheat 15GJRV-6 485,204 700 531,439 830 0.913
Cold Reheat 185G -RV-7 488,600 705 535,159 830 0.813
Cold Reheat 1SGJ-RV-8 488,600 705 535,159 830 0.813
NEW 488,600
Cold Reheat Total 4,340,340
Hot Reheat 18GI-RV-9 381,435 630 479,357 1006 0.754
Hot Reheat 18GJ-RV-10 361,435 830 479,357 10056 0.754
Hot Reheat 18GJ-RV=11 367,045 640 486,797 1005 0.754
Hot Reheat 18GJ-RV-12 367,045 840 486,797 1005 0.754
Hot Reheat Total 1,456,960  25.13%

Total Reheat Relleving Capacity 5,797,300

Assuming a Reheater Steam Flow of 5,775,000 tbs/hr:
One (1) additional valve on the cold reheat will do!



